
Flat Panel Arm (MIFPA-45500-XX)
with T ruck Interface
for Horizont al Rail Mount 
(MILTS-30061-XX, MILTS-30062-XX)

Assembly Instructions
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Step 1:

Step 2:
Image of Truck; 
MILTS-42071-GY
shown w/ interfacing
mounting plate

The Flat Panel arm includes 
mounting hardware.

1 - MILTS-42071-XX 
shown with mounting hardware.

Insert 9/16” Bolt in the center hole from the top of
the Arm through the Mounting Bracket on the Truck.

From the bottom mount the washer and 9/16” Nut.

Read the instructions carefully and
follow all steps in sequence.

Image of Mounting Bracket; 
MILTS-44201-GY
shown w/ horizontal 
mounting rail truck;
MILTS-42071-GY

Organize Component s included :

1 - MIFPA-45501-XX

The plastic washer will separate the Arm and
Mounting Bracket.  Make sure the plastic wash-
er fits over the spacer bolt that reaches through
through the arm or extender arm.

This will lock arm in place with a snug fit.

Detail 2.2

Detail 2.3

Detail 2.1

Arms and extenders will mount to truck in
same manner.  These instructions also
apply to MIFPA-45500-XX.



Step 3:

Step 4:

Use a 9/16” Wrench and 9/16”
Wrench Extender to fix the arm
to truck

MILTS-42071-XX and MIFPA-45500-XX are bolt-
ed together.  Now you are ready to insert truck
and arm (as shown in Detail 5.1-5.3) into the
Horizontal Mounting Rail (MILTS-33061-XX or
MILTS-33062-XX).

Using the 5/32” Allen Wrench provided to remove the horizontal sliding rail end panel.
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Detail 4.1 Detail 4.2

Detail 3.1 Detail 3.2



Using the 4 screws provided and a
philips head screwdriver attach the
LCD to the mounting Plate.

To adjust tension of ball joint
use a Philips screwdriver. Turn
the 4 screws clockwise to
increase tension or counter
clockwise to decrease tension.

Tension can be adjusted using the
Allen key provided - clockwise to
reduce tension or counter clockwise to
increase tension.

Step 6:
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Step 5:

Detail 5.2

Detail 5.3
Using the 5/32” included
with the Horizontal
Mounting rail, attach. the
side panel

Detail 5.1
Slide the Truck, with Arm
mounted, into the
Horizontal Mounting Rail
(MILTS-33061-XX or
MILTS-33062-XX).


