INSTALLATION INSTRUCTIONS

22" Mobile WorkCenter
15" Tower Shelf

Made in the U.S.A. TOOLS

E REQUIRED

Read these instructions carefully v #2 Phillips screwdriver

and follow all steps in sequence.

v’ 3/8" wrench

15" Tower Shelf can not be installed unless a
UPS Holder or Platform Footrest has been
installed on 22" Mobile WorkCenter Frame.

Installation when 22" Mobile WorkCenter
has a UPS Holder:

» UPS Holder must be installed first, follow sepa-
rate Installation Instructions for this product.

» Use a #2 Phillips screw driver to attach Tower
Shelf to Frame and top of UPS Holder as shown in
Figure 1.

Installation when 22" Mobile WorkCenter
does not have a UPS Holder, but a Platform
Footrest:

» Platform Footrest must be installed first, follow
separate Installation Instructions for this product.

» Use a #2 Phillips screwdriver to attach Tower
Shelf to Frame.

» Use a #2 Phillips screwdriver and 3/8" wrench to
attach Tower Shelf to the back flange of the Platform
Footrest as shown in Figure 2.

» Nylon Straps, if ordered, are routed through Slots
on back of Shelf to secure the lower portion of a
Tower CPU secure. See Figure 2.

» Cable Winding Bracket, if ordered, is installed on
the back of Shelf using provided mounting holes.
See Figure 2.
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Platform Footrests come with 10-32 x 1/2"
pan head screw and Nylock nuts (3), use
these to fasten the Tower Shelf and
Footrest together.
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